It is very essential to control the air quality in the
environment where we live and work, similarly the one we
breathe. In most of the centrally air conditioned buildings
Air Ducts are generally very dirty due to which air gets
contaminated, above all we are unable to see what is the
situation inside the ducts. Duct Cleaning in India is highly
unorganized sector which is highly labor oriented and not
hygienic.

Contaminated air directly affects our health, we suffer in
form of diseases like Sneezing, Running Nose, small
respiratory problems and on later stages it takes the shape
of high intensive Chronic diseases.

Applications
Duct Inspection | Duct Cleaning | Duct Coating

Fully Automatic | Real Time Camera Navigation
Live Recording | Latest Software | Use your own
Laptop | Use from 7" to 30 inch size ductsl Safe...
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SPECIFICATIONS

Robot weight 5.75 Kg / 12.65 Lbs
Robot measurments (LxWxH) 10” X 6.75” X 6.5”
Camera Angle of vision 170 Degrees
Number of cameras 2 (front and back)
Electrical wire and air hose 100’

Electrical wire and air hose All in 1 wire

Compatible with all Windows and

Laplop Congectivity Mac Pcs with USB connectivity
Recording software (One Seat provided) Debut NCH Software

Robot wheels Aluminium 7075

Traction and friction of robot Timing belt

Lights 4 Leds lights adjustable
Hardcase Nanuk 935

Hardcase Authorized as a carry-on by airlines |Yes

Voltage 110V 60Hz with 220 converter
Preasure regulator 0 - 160 Psi

Pneumatic motor

0 — 90 Psi 2700 RPM Max

Audio
Set of nozzles and whips Model

Microsoft micro
AL-8F0-12 and AL-3FO-12

Set of compressed air rotary brushes Model

BR1 and BR2

For More details Contact:

3 PalNPaullnc,

30 Raj Vihar, Near Dushehra Ground, Barnala
2 Ambala City (HR) 134007 INDIA
3 Ph: +91-88-10013013, +91-98-96263038

E-Mail: inf com, Web: www, com

Auth. Dealer:
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( :a rr |n From Lne robol lo Lhe carrying case we are commilled lo
v ensuring quality and durability. Our Canadian NanukTM naro

AIRBOT
case is waterproof, shockproof and dustproo® It is comoletely
TH E C a S e legal to carry your haro case like a * Carry-on " on tne plane. The

size end securily of Lhe hard case is permissible al an airport for
your outsice contracts.

Witn its 125 b. weight, the rokot can work safely inside Water, g
proof =
ducls contaning insulation withou. camaging them. LTE Canada is committed vto safety, thats the reason Why
Alrbot™ Orie can Inspect and clean ducts as small as we have inswalled a key swilch and a safe compressed a'r's
"% 8 which can go Up 10 24 * x 24 *. The “our wheels of cornection irside the hard case. A complete control panel
the robol are machined on & ¢nc mach ne and equipoec 9 Shockproof allows easy control of the robot
*E50h hard case holds a seriaf number.

with a gear and belt system with a fooo-grade coating
that maximizes the tracticn of the -obot. The front anc
rear cameras provide an angle of view of 170 degrees,

@ Dustproof
Coating @ Lock and security

& plasticase

ROBOT AIR DUCT CLEANER
360DEGREES

A perfect option for extraincome. A coating aoplicator
kit Incluging the airless pump of 3,200 PSI. A kit that
will save you an increcible amount of time with its
rotating rozzle o 360 degrees. A high quality motor
makes it possiblc to rotate the nozzle in motion wit h
a durable chain as well as parts machined spe ly
for LTE Canada. Quality and speed of ocoeration is
our primary mission.

Protective coating
application

The advantage of the SPRAY-KIT is the ease of use
as well as tne cleaning at the end of each job. The
system is ir one piece only.

*Robot not in

FUNCTIONS

2 INSPECTION
UCLEANING
2 COATING

FUSIONFLEX"

The FusionFlex™ lechnology crealed by LTE Canada
allows the robot to be used up to 10C feet away This
zechnology consists of a cable for the supply of air as wel
as the cennect'en of the various electric cab es ensuring
supply and contro’ of the robot. With quick connectors,
his 'nnovation w Il ensure that cables cc not mix and clean
easily.

CONTROL PANNEL | CABLE

A cortrol oanel with ease of use for the operator. Air gauge uo to "60Q psi, i 's possible to plug your compressor direct
Lo the Fus'en Flex™ cable lo ease your Psi. A regula.or will help you conlrol your aiflow dur'ng cleaning. 4 C it-
bregkers are irstalled to ensure the safety of the equipment. All of our cases are ready te use the SPRAY-KIT (optional kit). Ease Long ra mge Durablllty

SKIPFERS™

Our Skippers™ nozzles Machined to measure by a CNC

. AL'3F0 for LT.E Canada under the name AL-12FO to push dust )
Used the AL-3FO for or AL-I12RE to pull dust. These nozzles project an even  AL=-12FQ AL-12RE
an arduous job, these 3 circular air pressure wall.

Superflex™ whips will be the
ideal tool against heavy dirt.

What are your inhaling

AL-8RE

 a NS ALSRE is used to pull

dust towards you, so the 8
{ Superflex™ whips are directed

towards you to whip in

ACCESSORIES o

oo Is The

Al of our whips are equpped wilh / \ AL‘8F0

SuperfexTM techno ogy wn'ch increases / ] For a beautiful finish, the N

the durability and the flexibility of whips. | / SAL’8FF<|3 V(f"’”;_)' Wlt_ﬁ its 8 AR QuUALITY

Working at temperatures as cold as -40 UpEiiest’ WHIDs Wil elisure gt
f é

Celsius, the AirwhipsTM will contirue to \\///l the.cleanifgiofeachinaok \lou& p—

whip at full capacity.



ILLUSTRATION OF ROBOT AIR DUCT CLEANER WORKING

DUCT INSPECTION (PRE & POST CLEANING)

AIR DUCT AIR DUCT

Direction of Travel INSPECTION MODE Robot Entry point
(Only Pre & Post Cleaning)

|

ions.

Fuslon Flex Cable (Patentsd), single

ROBOT CONTROL PANEL

REAL TIME VIDEQ IMAGERY
AND ROBOT OPERATION
CONTROLS REMAIN HERE

Aif Whip in Action of Dust Blowing
to other end by High Pressure Air

AIR DUCTI

4

P —

-— « . 3 Robot Entry point
Direction of Dust Blow Dirsction of Rafot Travsl H

Dust Extration from here
via flexible Connector

s connections of

Al Output from
Control PAnel 30 Psi [R
which is input to

Robot for cleaning

Alr Compressure
Capacity 140 ps|

‘Control Panel Air
Supply 135 psi
ROBOT CONTROL PANEL
REAL THIE VIDEQ IMAGERY

AND ROBOT OPERATION
CONTROLS REMAIN HERE

High Efficiency Vacuum Cleaner
for dust extraction and collection
in the collection chamber.

ROUND DUCT CLEANING

Round Pneumatic Brush
ROUND AIR DUCT ROUND AIR DUCT
- O . | Robot Entry paint

e -
bjects Direction of Dust Blow Direction of Robot Travel

Dust Extration from here

via flexible Connector Robot Is 1st used with Pneumatic
Brush for removing the dust from
walls and then Robot is used with
Whips to Blow the Dust Out of the
Air Duct

ics connections of

Air Qutput from 3
Control PAnel 80 Psi
which is input to
Robot for cleaning

Alr Compressure
Capaclty 140 psi

Control Panel Alr
Supply 138 psi
ROBOT CONTROL PANEL
REAL TINE VIDED IMAGERY
'AND ROBOT OPERATION
CONTROLS REMAIN HERE

High Efficiency Vacuum Cleaner
for dust extraction and collection
in the collection chamber.

DUCT PROTECTIVE PAINTING

‘ Direction of Robot Travel Robot Entry point

FLUID DUPPLY

AIRLESS SPRAY PAINTING
/\ MACHINE FOR PUMPING

HIGH PRESSURE FLUID TO

ROBOT PAINTING KIT

Fusion Flex Cable (Patented), single
Electrical & Electronics connections of

ROBOT CONTROL PANEL
&l N PeullRe
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